
EQUIPMENT CONSUMPTION ESTIMATE

 PROGRESS 
   1000R

 TECHNICAL SPECIFICATIONS  

DISPENSING SOLUTIONS 

MAIN FEATURES

Construction

Frame: Galvanized Steel; Double Coated Painting

Housing/Panels: Aluminum ; Double Coated Painting

Leaking plate: Stainless steel

Anti-vibration dampers: Rubber

Admission Suction: High Performance Compact Gear Pump RTF

Meter Positive Displacement Meter PTF, with Pulse Generator and Integrated Electronic 
Calibration

Filters Reusable Stainless Steel, 100 μm mesh

Motor Eexd, Single/ Three-Phase, 50/60 Hz w/ Internal Thermal Protection

Calculator eMC² Electronic Modular Calculator, 2nd Generation

Hose Ø 19 mm (EN1360/EN13483) (VR2 Approved)

Nozzle Automatic ZVA2, with block system

Fuel Types Petrol | Diesel

Flow Rates 40, 60, L/min | Up to 1 Product / 1 Hoses

Certificates ATEX, MID and E1 M3

CONFIGURATION OF THE PUMP SINGLE PHASE SUPPLY [195;253] V (MAXIMUM CURRENT)

Motors Standard Flow: 4,5 A

Electronics 0,25  A

MOBILE

HOSE LENGTH: 
10 METERS MAX

OTHERS
- Earthing hose reel

- Volume/amount preset

- Main Safety Switch

- Selector Switch 2 positions (On/Off)

- Customizable branding

Note: values may vary depending on the optional

INTEGRATES WITH MICROSYS: 
Control the mobile dispenser, 

authorize a preset amount, 
manage users and receive 

payments.

When connected to the Petrotec 
Cloud Service you can integrate 

your Fuel-On-Demand station 
with several petrol stations

in a single dashboard.



 AVAILABLE CONFIGURATIONS  

Note: All dimensions are in mm.

M
OD

. IB
PR

OG
RE

SS
10

00
R 

 M
OB

IL
E 

02
_2

02
1

© 2021 Petrotec Group | All rights reserved. Petrotec, the Petrotec logo, Progress and combinations 
thereof are registered trademarks of Petrotec Group. Other names are informational and may be 
trademarks of their respective owners. Petrotec is continuously improving its products. Changes on 
the specifications may occur without prior notice. The imagery used may be indicative of style only. 
The available brochures are a guide and do not constitute an offer or contract.

  4
61

  
  4

83
  

  473  

  525  

  1
60

  

  2
00

  

  2
2,

5 
 

  153    681  
  9

84
  

  7
42

  

  7
62

  
  6

92
  

  1091    1091  

  9
84

  

  1
05

8 
 

  742  

  965  

DOCUMENTO FORA CONTROLO
UNCONTROLLED DOCUMENT

Reprodução Proibida
Will Not Be Kept Up To Date

CAIXAS ELETRONICA
ELETRONIC BOXES

PARTE HIDRÁULICA + MOSTRADOR
DISPENSER + DISPLAY

STANDARD VR

co
m

un
ic

ad
o 

ou
 u

til
iz

ad
o 

se
m

 a
ut

or
iz

aç
ão

 e
sc

rit
a.

Es
te

 d
es

en
ho

 é
 n

os
sa

 p
ro

pr
ie

da
de

 e
 n

ão
 p

od
e 

se
r

M
O

D
.0

02
8-

1
PR

O
C

ES
SA

D
O

 P
O

R
 C

O
M

PU
TA

D
O

R

jorge.marques

Rev: Codigo de Fabrico
Production Code:

Acabamento / Finish:

B01-0327P1000R MOBILE

Petrotec, S.A.
Parque Industrial Pav. C2
S. João de Ponte
4805-661 Guimarães
PORTUGAL

>400 - 1000 = 0.8
>120 - 400   = 0.5
>30 - 120     = 0.3
>6 - 30         = 0.2
0,5 - 6          = 0.1

luis.magalhaes

Escala
Scale

(1)
Linear Toler.Nome/Name

Des.
Drg.By 28-09-18

Data/Date

Nº de Desenho
Drawing nr:

28-09-18
Verif.
Chd

Codigo de Compra
Purchase Code:

Designação/Description:

P1000R MOBILE

Material:
Equipamento / Model: P1000R MOBILE

Angular Toler.
>400 mm   = 0º5´
>120 - 400 = 0º10´
>50 - 120   = 0º20´
>10 - 50     = 0º30´
<10 mm     = 1º

Tolerâncias peças maquinadas:-Norma ISO2768-mK (1)
Geometric toler. for machine parts -Norm ISO2768-mK (1)

Tolerâncias peças de fundição:- Norma ISO 8062
Geometric toler. for casting parts - Norm ISO 80621:15
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